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Abstract: Nowadays, fuel consumption and carbon dioxide emissions are two of the main focal points
in vehicle design, promoting the reduction in the weight of vehicles by using lighter materials. The aim
of the work is to evaluate the influence of different aluminium foams and injection parameters in
order to obtain compound castings with a compromise between the obtained properties and weight
by high-pressure die cast (HPDC) using aluminium foams as cores into a magnesium cast part.
To evaluate the influence of the different aluminium foams and injection parameters on the final
casting products quality, the type and density of the aluminium foam, metal temperature, plunger
speed, and multiplication pressure have been varied within a range of suitable values. The obtained
compound HPDC castings have been studied by performing visual and RX inspections, obtaining
sound composite castings with aluminium foam cores. The presence of an external continuous layer
on the foam surface and the correct placement of the foam to support injection conditions permit
obtaining good quality parts. A HPDC processed magnesium-aluminium foam composite has been
developed for a bicycle application obtaining a suitable combination of mechanical properties and,
especially, a reduced weight in the demonstration part.
Keywords: high pressure die casting (HPDC); hybrid magnesium aluminium foam cast composite;
aluminium foam core; magnesium cast composite
1. Introduction
The need of decreasing the weight of the components in the transport industry [1] by the
substitution of steel and iron casting components by plastics, carbon fiber, or aluminium and
magnesium alloys has become one of the major boosters for transport industries. In the case of
the bicycle industry, the substitution of materials such as steel, aluminium, and titanium by carbon
fiber for high performance bicycles is a clear tendency.
Magnesium components produced by HPDC are already used for many automotive and bike
applications, but the industry continues to look for new parts where the balance of lightness and
mechanical properties provided by magnesium-lightened structures may be a solution. HPDC is
a high-productivity process that is economically feasible for large production series (more than about
5000–10,000 parts/year) [2], where the high cost of production dies are paid off. In HPDC, the molten
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metal is poured into a steel shot sleeve. Then the metal is forced to enter into a closed metallic die
under high metal velocities (from about 30 to 100 m/s for magnesium alloys) [3] and high dimensional
accuracy complex components are produced, presenting a low surface roughness by the subsequent
extremely short filling time (from 10 to 150 ms approx.) [4,5]. During solidification the metal contracts
and can produce shrinkage porosity in the casting. To solve this physical phenomenon, metal is pressed
in the liquid or semi-solid state using high pressures into the die cavity (specific pressures over the
injected part of about 60 to 100 MPa). Steel dies can be designed to obtain very complex geometries
and the total cycle time of the process is usually lower than 60 s.
However, HPDC is a complex process due to the large amount of parameters that influence the
final casting quality. There are multiple parameters independent and interdependent that can have
influence over the final part quality [6]. The main parameters that affect the mechanical properties
of HPDC components are related to injection parameters (pressures, speeds, starting points) and die
temperatures, but there are other essential aspects such as the castability of the alloy, the geometrical
complexity of the parts, the cooling rate, and the type of equipment used to produce the components
that affect the soundness and properties of injected parts. There are other parameters that affect the
flow and solidification behavior of the cast parts as the viscosity and the gate, runner, and mold cavity
design [7]. In order to maintain a stable die temperature, cooling and tempering circuits are employed,
but to obtain a good quality part the lubrication of the die should also be adjusted to the selected alloy,
working temperatures, and cycle time. They are several types of lubricants (water-based, oil-based,
or dry lubricants), that should be selected for a determined application [8–10]. The quantity and
percentage of lubricant should also be adjusted to the process for avoiding quality defects.
The HPDC process also presents some drawbacks. The main negative aspect is related to the
internal porosity of the components, mainly derived from the turbulent flow in which the molten metal
is forced to get into the die. This aspect renders HPDC components more difficult to be heat-treated
and the mechanical properties attainable are, therefore, lower than those obtained in other casting
processes. Contamination of the alloy by deposits of lubricants and oxides, and problems related to high
maintenance costs of the dies submitted to cavitation, wear, and soldering phenomena are additional
drawbacks hindering the use of HPDC for the production of highly structural components [11,12].
Several strategies have been followed to try to improve the performance of HPDC components in
recent years. New HPDC variants have been developed with the aim of reducing the intrinsic porosity
of conventional HPDC components.
In order to decrease the weight of injected parts different strategies have been employed. One is
the employ of aluminium-magnesium composites [13], but their applications are quite exotic. One of
the best known examples of aluminium-magnesium composite is the BWM aluminium-magnesium
block [14] where magnesium is cast over the aluminium core. However, no metallurgical bonding is
obtained due to the alumina surface of the aluminium core [15] if the aluminium core is not pre-treated
with a special surface layer.
Another way is by obtaining hollow parts by HPDC using salt cores. However, it is difficult to
eliminate the salt core, and also some holes in the parts are necessary to eliminate the salt from the cast
part [16–18].
The development of new alloys for HPDC with improved properties can also reduce the total
weight of the injected parts, by using different alloying elements and compositions [19].
One of the main challenges of obtaining composite castings with aluminium foam cores is to
prevent the deformation or crash of the cores, due to the high velocity and specific pressures employed
in the HPDC and also the necessity of avoiding defects on the casting.
Among these advances, the development of aluminium foams has a special importance [20].
Three main methods of producing aluminium foams are presented in the market. In Figure 1 we can
observe some of the most important process used to produce aluminium foams [21–23].






































aluminium skin. One process  is  to overcast aluminium foam by  low‐pressure die casting  (LPDC). 
We can obtain aluminium  foam sandwich structures with an  inner permanent core of aluminium 
foam and a dense aluminium outer skin with a thickness of several millimetres [24]. 
A different possibility  is  to  employ  the  integral  foaming molding process  [IFM], which  is  a 
very interesting process applicable to LPDC and HPDC, and for both aluminium and magnesium   
alloys  [25]. The main  advantage  is  that we  can  obtain not  only  aluminium  but  also magnesium 
foams.  However,  the  processed  HPDC  part  has  a  non‐skinned  area  of  the  total  length  of  the 
movement of the cores, and there are limitations in the part geometry. Additionally, dies are more 
complex and their maintenance more expensive. 
In  the  last  years,  a  novel  process  named  advanced  pore  morphology  (APM)  has  been 
developed to obtain composites with aluminium, based on the use of aluminium foam spheres as 
the  material  to  obtain  the  aluminium  foam  core.  This  process  is  expensive  and  it  is  quite 
complicated to obtain a good interphase between the aluminium foam spheres [26]. 
The approach used in the present work has also been related to the analysis and control of the 
HPDC parameters  to obtain good quality parts. The  final objective was  to develop a process  that 
could  be  used  for  the  production  of  a  bicycle  rod  currently  produced  by  forging  aluminium, 
titanium,  or  magnesium,  or  by  using  carbon  fibers.  In  Figure  2  we  can  observe  the  objective 
component after having been redesigned to be adapted to HPDC features. 
i . l c ss s t ro ce al iniu foa s.
Every method has its advantages and disadvantages, which are summarized in Table 1.
Table 1. Pros and cons of different foams production routes.
Production Route Advantages Disadvantages
Liquid
‚ Convert a liquid metal or alloy into
foam without an interruption as long
as desired, as wide as the vessel.
‚ Less expensive.
‚ Continuously produced, the lowest
densities, and the most homogeneous.
‚ Necessity for cutting the foam, thereby
opening the cells.
‚ Li itation to make shaped parts.
‚ Limitation in the metals that can be used.
‚ Low range temperature control.
Solid
‚ Near-net shaped and
complicated parts.
‚ Economical mass production.
‚ Sandwich panels of multi-materials.
‚ Composite can be deformed.
‚ Subsequent thermal treatment.
‚ Mor exp nsive than the liq id route.
‚ Anisotropic proper ies.
Deposition
‚ Open pore foams.
‚ Complex forms.
‚ For Ni, Ni-Cr, Cu.
‚ Thin sheets with low thickness.
‚ Expensive and slow to manufacture.
‚ Limited in raw materials.
‚ Specific granulometry for the raw materials.
‚ Size limitation.
Only a few processes can be e ployed to obtain foa s with complex shapes and an external
aluminium skin. One process is to overcast aluminium foam by low-pressure die casting (LPDC).
We can obtain alu inium foam sandwich structures with an inner permanent core of aluminium foa
and a dense aluminium outer skin with a thickness of several millimetres [24].
A different possibility is to employ the integral foaming molding process [IFM], which is a very
interesting process applicable to LPDC and HPDC, and for both aluminium and magnesium alloys [25].
The main advantage is that we can obtain not only aluminium but also magnesium foams. However,
the processed HPDC part has a non-skinned area of the total length of the movement of the cores, and
there are limitations in the part geometry. Additionally, dies are more complex and their maintenance
more expensive.
In the last years, a novel process named advanced pore morphology (APM) has been developed
to obtain composites with aluminium, based on the use of aluminium foam spheres as the material to
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obtain the aluminium foam core. This process is expensive and it is quite complicated to obtain a good
interphase between the aluminium foam spheres [26].
The approach used in the present work has also been related to the analysis and control of the
HPDC parameters to obtain good quality parts. The final objective was to develop a process that
could be used for the production of a bicycle rod currently produced by forging aluminium, titanium,
or magnesium, or by using carbon fibers. In Figure 2 we can observe the objective component after
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with  an  aluminium  foam  core,  presenting  a  remarkable  reduction  in weight  to  be  employed  in 
transport and sport. 
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but with  a more  expensive  and  complicated  process  in  comparison with  others.  The  process  is 
based in adding foaming powders as precursors of gas porosity and stabilizing the created porous 
foam by heat treatment. The foaming temperatures were established between 680 °C and 720 °C. 
The  last  type of  foams employed  in  the  trials was  the Alulight 0.4 TiB2 AlSi12 alloy.  In  this 
alloy the content of silicon is adjusted to improve castability and mechanical strength values [35]. 
Figure 2. (a) 3D rod design; and (b) detail of the placement and example of an aluminium foam core.
The developed composite casting has to comply with the established mechanical requirements,
but with the reduction of cast part total weight at a competitive production cost as the main objective.
In the present study three different close pore aluminium foams types were used to validate the
aluminium foam as a core to be overcast with an AM60B alloy. The selected close pore aluminium
foams were the Alporas ALPO-PLA-03 [27,28], a Formgrip-based processed foam [29,30] and the 0.4%
TiB2 AlSi12 Alulight foam [31–34].
The results here presented are a part of a work aimed to obtain a light new high-performance
bicycle rod. The work consists of validating the development of a HPDC magnesium AM60B alloy with
an aluminium foam core, presenting a remarkable reduction in weight to be employed in transport
and sport.
2. Experimental Section
Castings ere produced with an AM60B alloy and three different aluminiu foa cores. Table 2
presents the main properties to be obtained and Table 3 presents the composition of the base alloy.
Table 2. Requirements established for magnesium-aluminium foam-based rod.
Properties/Requirements Result
Weight reduction 35%
External appearance Without external defects
Porosity Low
Table 3. Base composition of the AM60B alloy.
Material Al Mn Zn Si Fe Cu Ni Be Mg
AM60B 6.06 0.305 0.012 0.0085 <0.0012 0.0011 0.001 10 ppm Bal
Three different aluminium foams were used in the project. Alporas-type foams were developed by
the liquid route to obtain low density foams by Alcan. ALPO-PLA-03 aluminium foams with densities
Metals 2016, 6, 24 5 of 16
ranging from 0.25 to 0.4 Kg/dm3 were selected with a range of 10% of carbon silicide particles. In this
foam there is no external aluminium skin, and it is very difficult to obtain complex shapes. The second
type of foams were fabricated at Tecnalia using the Formgrip process, by adding carbon silicide and
titanium hydride particles of less than 10´4 µm to an AlSi7 and AlCSi aluminium molten alloys.
The Formgrip process promotes the formation of close porous material but with a more expensive and
complicated process in comparison with others. The process is based in adding foaming powders as
precursors of gas porosity and stabilizing the created porous foam by heat treatment. The foaming
temperatures were established between 680 ˝C and 720 ˝C.
The last type of foams employed in the trials was the Alulight 0.4 TiB2 AlSi12 alloy. In this alloy
the content of silicon is adjusted to improve castability and mechanical strength values [35].
For making the Alulight type foams, a metallic die was prepared and the foaming process was
studied to obtain soundness of aluminium core foams, studying the quantity of the precursor, the die
temperature, the furnace temperature, and the residence time, obtaining a density range a from 0.54 to
1.55 Kg/dm3.










Different  essays  at  600,  650,  and  670  °C,  respectively,  were  developed  to  determine  the 
residence  time of  the Alulight precursor  inside  the die  to obtain  the  final aluminium  foam  insert. 
After  the  study of  the  foaming parameters, a manufacturing procedure was established. The die 
was first heated to 670 °C, after the die was opened, the precursor was placed on the die cavity, the 
die was closed, and  then  introduced  into  the  furnace. After 6 min of  residence  time,  the die was 
extracted from the furnace, opened, and the final foam extracted. 
The  obtained  density  varied  from  0.25  to  0.4  Kg/dm3  for  Alporas  samples,  from  0.4  to   
0.65 Kg/dm3 for Formgrip samples, and 0.54 to 1.55 Kg/dm3 for the Alulight samples. 
In order to determine the castability of the composite component, a molten AM60B magnesium 
alloy  was  poured  over  the  different  types  of  aluminium  foams  in  a  metallic  vessel  at  alloy 
temperature of 680  °C and 720  °C.  In  these  trials  the  chemical and  temperature  resistance of  the 
aluminium foam core when an AM60B alloy was casted over it were analyzed. We can observe in 
Figure  4  the metallic mold  and  aluminium  foam  to obtain  the  composite  component directly by 





Figure 3. Metallic die to produce Aluminium foams with Alulight.
Different essays at 600, 650, and 670 ˝C, respectively, were developed to determine the residence
time of the Alulight precursor inside the die to obtain the final aluminium foam insert. After the study
of the foaming parameters, a manufacturing procedure was established. The die was first heated to
670 ˝C, after the die was opened, the precursor was placed on the die cavity, the die was closed, and
then introduced into the furnace. After 6 min of residence time, the die was extracted from the furnace,
opened, and the final foam extracted.
The obtained density varied from 0.25 to 0.4 Kg/dm3 for Alporas samples, from
0.4 to 0.65 Kg/dm3 for Formgrip samples, and 0.54 to 1.55 Kg/dm3 for the Alulight samples.
In order to determine the castability of the composite component, a molten AM60B magnesium
alloy was poured over the different types of aluminium foams in a metallic vessel at alloy temperature
of 680 ˝C and 720 ˝C. In these trials the chemical and temperature resistance of the aluminium
foam core when an AM60B alloy was casted over it were analyzed. We can observe in Figure 4 the
metallic mold and aluminium foam to obtain the composite component directly by pouring the molten
magnesium over the aluminium foam. The foam a steel pin was inserted in order to avoid the floating
tendency and to obtain a sample with the aluminium foam in the central section of the cast part.
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Figure 4. Metallic die to die cast magnesium over the aluminium foam. Figure 4. Metallic die to die cast magnesium over the aluminium foam.
A preliminary analysis of the die casting, plastic injection, and HPDC processes were employed
to determine the effect of pressure over the selected foams, obtianing the samples’ different density
ranges. The quality and defects on the quality of the injected parts was determined. This preliminary
analysis shows that it was necessary that the aluminium foam has to have a minimum external skin to
act as a core without collapsing. Alulight foamed cores supported the magnesium over-injection by
HPDC without any damage. Aluminium foams were placed in a Tecnalia’s plastic injection test die at
room temperature and after preheating the aluminium foam at 60 ˝C. A transparent-type plastic TPE
(THERMOLAST K TF8CGT, KRAIBURG TPE GmbH & Co, Waldkraiburg, Germany) was over-injected
in order to observe the effect of injection parameters over the foam, with an injection pressure of
16–40 MPa, slope temperatures of 180 ˝C, 200 ˝C, and 220 ˝C, die temperature of 40 ˝C, a flow rate of
45 cm3/s, a cooling time of 40 s, and an injection volume of 46 cm3.
After having optimized the injection parameters, the maximum pressure and speed injection
parameters for a HPDC process were established. We can observe in Figure 5 the plastic injection mold
with aluminium foam placed on the die before the injection of the plastic.
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To determine  the  real  behavior  of  aluminium  foam  cores working with  a HPDC process,  a 
series of castings were produced with a 950 ton HPDC machine produced by Pretransa at Tecnalia´s 







i r . l stic i j cti l it l i i f .
To determine the real behavior of aluminium foam cores working with a HPDC process, a series
of castings were produced with a 950 ton HPDC machine produced by Pretransa at Tecnalia´s foundry
pilot plant. Standard HPDC magnesium injection parameters were used. The pressure ranges used
variated from 20 to 80 MPa of specific pressure, 0.25 m/s first phase piston speed, and second phase
speed in the range between 20 and 80 m/s. The die used to produce the castings was a multi-cavity
die with a bicycle rod and a squeeze pin cavity. We can observe in Figure 6 the process to produce the
composite casting with the aluminium foam core and the AM60B magnesium alloy.
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In order to fix the aluminium foam core to the die in the bicycle rod cavity, the die was modified.
Four pins of 1 mm diameter and 1 mm height were located in the fix part of the die, as we can observe
in Figure 7. The aluminium foam was inserted on the pins, by pressing the foam in the die cavity.
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i . t il f fi i i i t fi i it f l i t l i i f .
The bicycle rod is composed by a central straight body of 210 mm length, 40 mm width, and
from 12 to 16 mm thickness, with two cavities in the extremes that are the sockets that connect the rod
with the pedal and the shaft. The rods had been submitted to X-ray analysis employing a General
Electric X-cube 44XL (GE Sensing & Inspection Technologies GmbH, Ahrensburg, Germany) at 160 kV
to confirm the absence of broken cores that could invalidate the results of the tests, to control the
soundness of the components, and to identify potential defects.
Finally, in order to determine the mechanical properties of the composite rods, three tensile test
were carried out in accordance with the UNE-EN ISO 6892-1 B:2010 standards at room temperature with
a crosshead speed of 5 mm/min using an Instron 3369 electromechanical testing machine. The tensile
stress, ultimate tensile strength, and elongation were calculated from obtained stress-strain diagrams.
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3. Results
3.1. Determination of Metal Casting Temperature
Different experiments have been developed in order to determine the accuracy of different types
of aluminium foams and casting parameters.
The first casting trials were made by casting the AM60B alloy at 680 ˝C and 720 ˝C over an
aluminium foam core.
At 680 ˝C short fill/cold shut defects were detected as shown in Figure 8a. In Figure 8b we can
observe some gas liberation from the aluminium foam.
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Figure 8. (a) Short fill and cold shut defects; and (b) gas porosity defects.
The three different types of aluminium foams did not show any casting defects (short fill/poor
filling) or any damage on the foam when the magnesium alloy was poured at 720 ˝C, so a minimum
pouring temperature of 720 ˝C was needed to avoid any poor filling defect. However as expected,
there was not an interphase between the aluminium foam and the over-casted AM60B alloy.
As we can observe in Figure 9 the Alulight-type foam is cover with AM60B magnesium without
gas porosity, because the external skin of about 0.5 mm thickness of the Alulight type foam avoids the
expansion of the gas bubbles inside the magnesium casting.
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Figure 9. Central aluminium core covered with AM60B.
3.2. Determination of Injection Pressure
In order to simulate only the pressure action of an injected material over different aluminium
foams, a transparent plastic was injected over the three types of foams at pressures between 16–40 MPa,
with the objective of determining which kind of aluminium foam, density, and combination of different
foams is necessary to support the standard 40 MPa specific pressure for magnesium HPDC. We can
observe in Figure 10 different configurations and combinations of aluminium foams.
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Figure 10. Different configurations for plastic injection over the aluminium foams.
In Table 4 we can observe the obtained integrity results for the different types and densities of
the foams.
Table 4. Integrity of aluminium foams after plastic injection.
Process Density (Kg/dm3) Integrity at 16 MPa Integrity at 40 MPa
Alporas 0.25–0.4 NO NO
Formgrip 0.4–0.55 NO NO
Alulight 0.54–1.55 YES YES
Despite the different densities, it is shown that only the Alulight foam resists the standard 40 MPa
specific pressure for magnesium HPDC.
In order to simulate the industrial application, HPDC trials were carried out. First Alporas and
Formgrip foams were over-injected with standard HPDC magnesium injection parameters and with
and alloy injecting temperature of 680 ˝C, in order to confirm the obtained results in the plastic injection
machine. In Figure 11a we can observe Alpora’s foams and Formgrip foams in Figure 11b. Both types
of foams were destroyed over the standard injection conditions, as shown in Figure 12, so they were
discarded from being employed in HPDC.
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As we have observed above, open skin foams can liberate the foaming gas in contact with molten
magnesium, promoting gas porosity inside the cast part. Thus, foams which contain areas without
an external skin cannot work properly as cores in the HPDC process.
3.3. Determination of Squeeze Pin Suitability for Composite Cast Parts
In order to study the possibility of employing up to 200 MPa of specific pressure in specific areas
using an squeeze pin with composite components for reducing shrinkage porosity, several aluminium
foam cores with densities from 0.6 to 1.55 Kg/dm3 were placed into the squeeze pin cavity, and
the action of the squeeze pin pressure was evaluated on the foam integrity, with the same casting
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Figure 14. 1.55 Kg/dm3 Aluminium foam after squeeze pin application.
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As we can notice, the foam is totally destroyed in small pieces. Thus, the squeeze pin application
in areas near the aluminium foam is not possible, despite increasing foam density.
3.4. Determination of Core Placement
The position of the foam core has been also studied in order to determine if it can be employed in
any position or if the high injection speeds and pressures can damage it as a function of the position of
the foam in the die with respect to the metal flow into the cavity. Two different configurations were
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The impact of the metal flow with the foam core causes a shear rupture of the core foam. It is
necessary to select the positioning of the core in the die or the metal flows over the core by re-designing
the runners in order to decrease the direct impact of injected metal on the core.
We can observe in Figure 16 how a core placed vertically to the flow with the rod demonstrator
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quality defect, with the internal alu iniu foa core.
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3.5. Determination of Injection Speed
Another critical HPDC parameter is the injection speed. The metal speed in the gates was varied
from 20 to 80 m/s and the specific injection pressure over the cast part from 20 to 80 MPa, with the
aluminium foam and an alloy temperature of 680 ˝C. We can observe in Figure 18 how, if we reduce
the first injection speed, the part quality is adversely affected.
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In  the  case of  employing  the Alulight‐type  aluminium  foam of  0.56 Kg/dm3 density,  a  total 
weight reduction is of about a 35% is obtained. 
3.6. Determination of Mechanical Properties 







Sample  YS (MPa) UTS (MPa) Elongation (%) 
AM60B  141 ± 4.3  219 ± 3.6  3 ± 0.5 
Composite  79 ± 1.75  122 ± 2.16  3 ± 0.5 
Extrapolation of composite 
properties (47% of area reduction)  149 ± 3.3  230 ± 4.1  3 ± 0.5 
4. Discussion 
The absence of an external minimum and continuous skin on the aluminium foams promotes 
the presence of  internal gas porosity  in  the  composite  cast part, due  to  the gas  liberation  in  the 
injection process from the surface of the foam. This liberation is promoted by the presence of small 
cracks in some of the external pores forced by the metal injection speed and pressure. 
The  absence  of  an  external  continuous  skin  on  the  foam  surface  decreases  the mechanical 
resistance  to the  injection speed and pressure, destroying  the  foam. The presence of a continuous 
skin of about 1 mm gives the necessary robustness to the foam to support the injection process. The 
higher  the  density,  the  better  the mechanical  resistance  of  the  foam,  but  only when  there  is  a 
continuous skin because, despite increasing the density of foams, they are collapsed by the injection 
conditions. However,  the  increase  in  tensile  test values over Alulight‐type  foams  is very  limited 
[35]. 
Positioning  the aluminium  foam opposite  to  the entry of  the metal  in  the cavity  results  in a 




squeeze  pins  cannot  be  supported  by  the  foams. With  specific  pressures  up  to  800 MPa  in  the 
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In the case of employing the Alulight-type aluminium foam of 0.56 Kg/dm3 density, a total weight
reduction is of about a 35% is obtained.
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3.6. Determination of Mechanical Properties
In order to determine the mechanical properties, tensile tests were made over three AM60B
alloy injected rods, and compared with three aluminium foam-magnesium composite injected rods.
The percentage of aluminium foam area in comparison with the total area in the central region of the
injected part is about 47%. We can observe the obtained results in Table 5, with an extrapolation of
obtained properties of composite rods in relation with the reduction of weight obtained with the use of
aluminium foam cores:
Table 5. Obtained properties of composite rods.
Sample YS (MPa) UTS (MPa) Elongation (%)
AM60B 141 ˘ 4.3 219 ˘ 3.6 3 ˘ 0.5
Composite 79 ˘ 1.75 122 ˘ 2.16 3 ˘ 0.5
Extrapolation of composite
properties (47% of area reduction) 149 ˘ 3.3 230 ˘ 4.1 3 ˘ 0.5
4. Discussion
The absence of an external minimum and continuous skin on the aluminium foams promotes the
presence of internal gas porosity in the composite cast part, due to the gas liberation in the injection
process from the surface of the foam. This liberation is promoted by the presence of small cracks in
some of the external pores forced by the metal injection speed and pressure.
The absence of an external continuous skin on the foam surface decreases the mechanical resistance
to the injection speed and pressure, destroying the foam. The presence of a continuous skin of about
1 mm gives the necessary robustness to the foam to support the injection process. The higher the density,
the better the mechanical resistance of the foam, but only when there is a continuous skin because,
despite increasing the density of foams, they are collapsed by the injection conditions. However,
the increase in tensile test values over Alulight-type foams is very limited [35].
Positioning the aluminium foam opposite to the entry of the metal in the cavity results in
a resistance to the free entry of the molten metal into the die cavity, and shear fractures of the
aluminium foams due to the combination of high speeds and pressures are produced.
The use of squeeze pins on areas to reduce shrinkage porosity on areas closer to aluminium foams
should be avoided because the extremely high pressures (up to 200 MPa) employed by the squeeze
pins cannot be supported by the foams. With specific pressures up to 800 MPa in the injection trials the
aluminium foam cores supported the applied pressure without any damage, well above the standard
magnesium HPDC specific pressures employed in the industry.
There is not a chemical bonding between the aluminium foam core and the over-casted magnesium
alloy, because the aluminium foam is totally covered with an alumina surface that prevents the direct
contact between the aluminium of the foam and the molten magnesium. This lack of a chemical
bonding decreases the final mechanical properties of the composite, reducing the mechanical properties
to these related to the cast magnesium. The increase in the obtained mechanical values in the composite
cast part in comparison with the correlated magnesium cast part mechanical values could be related
to the internal presence of the aluminium foam, with its intrinsic mechanical properties, and by the
higher cooling rate on the surface in contact with the molten magnesium, creating an internal surface
in the magnesium with an smaller grain size in comparison with a solidification without a core.
The next work will focus on studying the application of surface treatments over the aluminium
foam for obtaining a continuous interphase between the aluminium foam and the cast magnesium.
This could increase the bond strength between the two materials, increasing the mechanical
interlocking. By studying, for example, Zn-based coatings for the aluminium foams it is estimated that
the ultimate tensile strength could be slightly improved (approx. 3–5 Mpa).
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5. Conclusions
HPDC magnesium aluminium foam composite has been developed for applications requiring
a reduction on part weight. Optimum aluminium core foam produced by the Alulight process has
been defined through an experimental approach.
The Alulight process permits obtaining close pore foams with an external skin that avoids the
presence of internal defects in the composite. Densities may have changes for the core foam from
0.54 to 1.55 Kg/dm3. The regulation of the foam porosity allows tailoring properties and customizing
the part for specific performances, but in applications where the main objective is weight reduction,
foams of only 0.54 kg/dm3 overcame casting conditions. The estimated cost on material and production
by using an aluminium foam in the bicycle rod is of about 0.3 Euros/part, which is a reasonable cost.
The developed composite casting has been used for the production of a bicycle rod. Tensile tests
have subsequently confirmed the validity of the composite casting for this application and its actual
potential to substitute currently used aluminium, titanium, or carbon fiber materials. A reduction
of 35% in the total weight of the part has been obtained. Higher reductions are possible depending
on the part. Magnesium HPDC can be a solution for mass production of composites with foams,
as an alternative to plastics and aluminium parts.
The use of aluminium foams does not seem to give higher mechanical properties to composite cast
parts. The tensile test shows very similar values to calculated ones when a hollow area in the middle
of the rod is used for estimations. However, the process permits to reduction in the weight of cast
parts where the core area has only relative influence over the final mechanical properties. It would be
also possible to obtain improvements on vibration/sound control, crash performance, or compression
properties in other applications or final parts.
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